zatvarac

TELESCO



O TELESCO

UCEM Sistemas de Seguridad, S.A.

TELESCO je osnovan 1957. godine u Spanjolskoj te pokrece proizvodnju hidrauli¢kih zatvaraca 1967. godine.
2013. godine TELESCO postaje dio tvrtke UCEM Sistemas de Seguridad, odnosno dio DOM Security grupe.
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OPCE INFORMACIJE | SAVJETI
TELESCO COMPACT 1000
TELESCO DELTA 1300
TELESCO DELTA 1800
TELESCO UNIK2500
TELESCO UNIK3500
TELESCO UNIK4500
TELESCO EXPERT 2500
TELESCO EXPERT 3500
TELESCO PRO 6500
TELESCO INSERT 7000
TELESCO INSERT 7500




Hidraulicki zatvaraci

Opce informacije i savjeti

Europska norma EN 1154

Kroz 6 kriterija ova norma klasificira upotrebu hidraulickih zatvaraca:

1 Kategorija
upotrebe

2 Dugotrajnost

3 Tezina vrata
i snaga
zatvaranja

4 Protupozarnost

5 Sigurnost

6 Otpornost na
hrdanje

Primjer klasifikacije:

Razred 3 - zatvaradi za zatvaranje vrata s kutem zatvaranja
minimalno 105°

Razred 4 - zatvaradi za zatvaranje vrata s kutem zatvaranja
minimalno 180°

Razred 8 - 500.000 ciklusa otvaranja/zatvaranja

Razred 1 - vrata Siroka do 750 cm i teska do 20 kg
Razred 2 - vrata Siroka do 850 mm i teska do 40 kg
Razred 3 - vrata Siroka do 950 mm i teska do 60 kg
Razred 4 - vrata Siroka do 1100 mm i teSka do 80 kg
Razred 5 - vrata Siroka do 1250 mm i teSka do 100 kg
Razred 6 - vrata Siroka do 1400 mm i teSka do 120 kg
Razred 7 - vrata Siroka do 1600 mm i teska do 160 kg

Razred 0 - nije certificirano za montazu na protupozarna/pro-
tudimna vrata

Razred 1 - certificirano za montazu na protupozarna/protu-
dimna vrata

Razred 1 - jedini razred, svi hidraulicki zatvara¢i moraju zado-
voljiti osnovne uvjete za sigurnu uporabu

Razred 0 - nije definirana otpornost na hrdanje
Razred 1 - blaga otpornost na hrdanje

Razred 2 - umjerana otpornost na hrdanje
Razred 3 - visoka otpornost na hrdanje

Razred 4 - vrlo visoka otpornost na hrdanje

35, 1 1 3

Gore navedena klasifikacija prema CE pokazuje da hidrauli¢ki zatvara¢ moze otvarti vrata do 180°, raspon snage
otvaranja od EN 3 do EN 5, moZe se montirati na protupozarna vrata vrata te ima visoku otpornost na hrdanje.



Hidraulicki zatvaraci

Opce informacije i savjeti

Kako izabrati hidraulicki zatvarac

DIMENZIJE VRATA
Maksimalna Sirina (mm) 850 950 1100 1250 1400
Maksimalna tezina (kg) 40 60 80 100 120
Compact 1000 Compact 1000 Compact 1000
deradni Delta 1300
. draﬁiéﬁ{ 2atnvlara(:i Delta 1800 Delta 1800 Delta 1800
Unik 2500 Unik 2500 Unik 2500
sa standardnom rukom ) ) )
Unik 3500 Unik 3500 Unik 3500
Unik 4500 Unik 4500 Unik 4500 Unik 4500 Unik 4500
Nadgradni Expert 2500
hidrauli¢ki zatvaraci Expert 3500 Expert 3500 Expert 3500
s kliznom vodilicom Pro 6500 Pro 6500 Pro 6500 Pro 6500
Usadni hidrauli¢ki Insert 7000
zatvaraci s kliznom
vodilicom Insert 7500 Insert 7500 Insert 7500

I1ZBOR HIDRAULICKOG ZATVARACA PREMA FREKVENCIJI PROLAZA

UMJERENA FREVENCIJA PROLAZA VELIKA FREKVENCIJA PROLAZA JAKO VELIKA FREKVENCIJA PROLAZA
(Kucna upotreba, hoteli) (Hoteli, institucije, poslovni objekti) (Institucije, poslovni objekti)

Compact 1000 Unik 3500 Unik 4500
Delta 1300 Expert 3500 Pro 6500
Delta 1800 Insert 7500
Unik 2500
Expert 2500
Insert 7000

SMJER OTVARANJA VRATA PREMA DIN-U

DIN LIJEVA

Vrata se otvaraju naprijed
udesno (Spanjolska norma - R).

DIN DESNA

Vrata se otvaraju naprijed
ulijevo (Spanjolska norma - L).

NAPOMENA!
Na ambalaZi proizvoda strane su oznacene prema $panjolskoj normi: DIN lijeva - R, DIN desna - L.



Hidraulicki zatvaraci

TeLesco Compact 1000

Karakteristike proizvoda

g Sustav - sustav zupcanika o
s zatvaranja - zamasnjak B
- Snaga zatvaranja - veli¢ina EN2-3-4
E Podesavanje - pozicijom montiranja @
© snage - vijkom )
i) Stranavrata - univerzalno (]
g Tip ruke -standard )
= - klizna vodilica B
£ Kontrole - pritvaranje o
2 zatvaranja - zatvaranje o
Ostale - priguseno otvaranje =
kontrole -usporedno zatvaranje -
Maks. kut 1600 /1450
otvaranja
Kocnica na ruci* (o)
Obrada - bijelo (]
-smede ([ J
Crno ([ ]
- zlatno ([ J
-srebrno [ ]
Dimenzije (mm) - duZina 180
-ukupna dubina 65
-visina 44
Dimenzije vrata - Sirina do (mm) <1100
-masa do (kg) <80
Sukladno o
EN 1154
CE oznaka -
=S Dodatna - standardna ruka o
£3 oprema - ruka s kocnicom Y
g “papucicaza paralelnu @
Q- montazu
:fé - plocica za montazu -
£4 Pakiranje - pojedinacnou )
St kartonskoj kutiji
o2 Minimalna 10
® Do a koli¢ina
- Ne
O Na upit
* ne ugraduje se na protupoZzarna/protudimna vrata
Velicina EN 2/3 Velicina EN 4
160°
1450 Bl Zatvaranje
Bl Pritvaranje




Hidraulicki zatvaraci

TeLesco Compact 1000

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-3-4
EN2-3-4
EN2-3-4
EN2-3-4
EN2-3-4
EN2-3-4
EN2-3-4
EN2-3-4
EN2-3-4
EN2-3-4

standard
standard
standard
standard
standard
standard
standard
standard
standard
standard

standardna ruka

kocnica

papucica za paralelnu

montazu

bijelo
smede
crno
zlatno
srebrno
bijelo
smede
crno
zlatno
srebrno
bijelo
smede
crno
zlatno
srebrno

bijelo
smede
crno
zlatno
srebrno
bijelo
smede
crno
zlatno
srebrno

DODATNA OPREMA OBRADA SIFRA PROIZVODA

TBZ1159S.BL
TBZ1159S.BR
TBZ1159S.NE
TBZ1159S.0R
TBZ1159S.PL
TBZ1159T.BL
TBZ1159T.BR
TBZ1159T.NE
TBZ1159T.OR
TBZ1159T.PL
TS1859A66.BL
TS1859A66.BR
TS1859A66.NE
TS1859A66.0R
TS1859A66.PL

TAS1159S.BL
TAS1159S.BR
TAS1159S.NE
TAS1159S.0R
TAS1159S.PL
TAS1159T.BL
TAS1159T.BR
TAS1159T.NE
TAS1159T.0R
TAS1159T.PL

Dimenzije u mm




Hidraulicki zatvaraci

TeLEsco Deltal300

Karakteristike proizvoda

g Sustav - sustav zupcanika o
s zatvaranja - zamasnjak B
- Snaga zatvaranja - veli¢ina EN3
E Podesavanje - pozicijom montiranja -
© snage - vijkom -
S Stranavrata - univerzalno o
g Tip ruke -standard ()
U - klizna vodilica B}
£ Kontrole - pritvaranje )
g zatvaranja -zatvaranje ()
Ostale - priguseno otvaranje -
kontrole -usporedno zatvaranje -
Maks. kut 1800
otvaranja
Kocnica na ruci* o)
Obrada - bijelo )
-smede )
Crno )
- zlatno )
- srebrno o
Dimenzije (mm) -duzina 180
- ukupna dubina 65
- visina 44
Dimenzije vrata - Sirina do (mm) <950
-masa do (kg) <60
Sukladno )
EN 1154
CE oznaka o
';'g Dodatna - standardrja. ruka )
£5 oprema - rukas kocnicom o
g - papucica za paralelnu @
o= montazu
::f_, - plocica za montazu -
£3 Pakiranje - pojedinacnou
St kartonskoj kutiji
® o o2 Minimalna 8
N Q koli¢ina
- e
O Naupit

* ne ugraduje se na protupozarna/protudimna vrata

Podaci o CE certifikatu

- Br. certifikata 1121 - CPR - AD5166

- CE klasifikacija

Standardna pozicija montaze | Pozicija paralelne montaze

[efelafofe]a]|[s]e]a]a]e]s]

Bl Zatvaranje
Il Pritvaranje




Hidraulicki zatvaraci

TeLEsco Deltal300

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN3 standard bijelo TAS1303S.BL
EN3 standard - smede TAS1303S.BR
EN3 standard - crno TAS1303S.NE
EN3 standard - zlatno TAS1303S.0R
EN3 standard - srebrno TAS1303S.PL
EN3 standard [ bijelo TAS1303T.BL
EN3 standard [ ) smede TAS1303T.BR
EN3 standard [ ) crno TAS1303T.NE
EN3 standard [ ) zlatno TAS1303T.0OR
EN3 standard @ srebrno TAS1303T.PL

bijelo TBZ1303S.BL

smede TBZ1303S.BR

standardna ruka crno TBZ1303S.NE

zlatno TBZ1303S.0R

srebrno TBZ1303S.PL

bijelo TBZ1303T.BL

smede TBZ1303T.BR

kocnica crno TBZ1303T.NE

zlatno TBZ1303T.OR

srebrno TBZ1303T.PL

bijelo TS1859A66.BL

. smede TS1859A66.BR

PEIpUIEEI) PRl crmo TS1859A66.NE

montazu
zlatno TS1859A66.0R
srebrno TS1859A66.PL

165

180

Dimenzije u mm



Hidraulicki zatvaraci

TeLEsco Deltal800

Karakteristike proizvoda

g Sustav - sustav zupcanika o
s zatvaranja - zamasnjak B
- Snaga zatvaranja - veli¢ina EN2-EN4
E Podesavanje - pozicijom montiranja @
© snage - vijkom )
i) Stranavrata - univerzalno (]
g Tip ruke -standard )
= - klizna vodilica B
£ Kontrole - pritvaranje o
2 zatvaranja - zatvaranje o
Ostale - priguseno otvaranje =
kontrole -usporedno zatvaranje -
Maks. kut 180°0/105°
otvaranja
Kocnica na ruci* (o)
Obrada - bijelo )
-smede )
Crno )
- zlatno )
-srebrno )
Dimenzije (mm) - duZina 219
1 -ukupna dubina 445
-visina 53,4
Dimenzije vrata - Sirina do (mm) <1100
- masa do (kg) <80
Sukladno )
EN 1154
CE oznaka )
] Dodatna - standardga_ ruka o
£S oprema -rukas kocnicom )
v9 “papucica za paralelnu @
o= montazu
g:{‘_, -plocica za montazu .
EE Pakiranje - pojedinacnou )
S kartonskoj kutiji
) s
® D2 8—' Mlnlmqlna 6
- Ne koli¢ina
O Naupit
* ne ugraduje se na protupoZarna/protudimna vrata
Podaci o CE certifikatu
- Br. certifikata 1121 - CPR - AD5167
- CE klasifikacija
Standardna pozicija montaZe | Pozicija paralelne montaZe
3 lsfaafa]afs]][s]efs]a]1]s]
VelicinaEN 2 /EN 3 Velicina EN 4

180°

Bl Zatvaranje
Il Pritvaranje

105°

10



Hidraulicki zatvaraci

TeLEsco Deltal800

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-EN4 standard bijelo TAS1859S.BL
EN2-EN4 standard - smede TAS1859S.BR
EN2-EN4 standard - crno TAS1859S.NE
EN2-EN4 standard - zlatno TAS1859S.0R
EN2-EN4 standard - srebrno TAS1859S.PL
EN2-EN4 standard o bijelo TAS1859T.BL
EN2-EN4 standard [ ) smede TAS1859T.BR
EN2-EN4 standard [ ) crno TAS1859T.NE
EN2-EN4 standard [ ) zlatno TAS1859T.0R
EN2-EN4 standard [ ) srebrno TAS1859T.PL

bijelo TBZ1859S.BL

smede TBZ1859S.BR

standardna ruka crno TBZ1859S.NE

zlatno TBZ1859S.0R

srebrno TBZ1859S.PL

bijelo TBZ1859T.BL

smede TBZ1859T.BR

kocnica crno TBZ1859T.NE

zlatno TBZ1859T.0R

srebrno TBZ1859T.PL

bijelo TS1859A66.BL

.. smede TS1859A66.BR

PEIpUIEEI) PRl crmo TS1859A66.NE

montazu
zlatno TS1859A66.0R
srebrno TS1859A66.PL

219

Dimenzije u mm

11



Hidraulicki zatvaraci

TeLEsco Unik2500

Karakteristike proizvoda

g Sustav - sustav zupcanika o
s zatvaranja - zamasnjak B
- Snaga zatvaranja - veli¢ina EN2-EN4
E Podesavanje - pozicijom montiranja @
© snage - vijkom )
) Stranavrata - univerzalno )
g Tip ruke - standard Y
= - klizna vodilica B
£ Kontrole - pritvaranje )
2 zatvaranja - zatvaranje o
Ostale - priguseno otvaranje =
kontrole -usporedno zatvaranje -
Maks. kut 1800/130°
otvaranja
Kocnica na ruci* (o)
Obrada - bijelo )
-smede o
- Crno )
- zlatno o
-srebrno o
Dimenzije (mm) - duZina 207
-ukupna dubina 38,5
-visina 60
Dimenzije vrata - Sirina do (mm) <1100
- masa do (kg) <80
Sukladno Y
EN 1154
CE oznaka Y
] Dodatna - standardpa_ ruka o
£3 oprema -ruka s ko¢nicom )
vg - papucica za paralelnu @
o= montazu
::i‘_, -plocica za montazu °
E:‘.z.' Pakiranje - pojedinacnou )
S kartonskoj kutiji
02 Minimal 6
@D a inimaina
- Ne koli¢ina
O Naupit
* ne ugraduje se na protupozarna/protudimna vrata
Podaci o CE certifikatu
- Br. certifikata 1121 - CPR - AD5168
- CE klasifikacija
Pozicija montaZe standard i na | Pozicija paralelne montaze
okvirvrata
(2lsfaafa]afa]][3]afs]r]1]4]
VelicinaEN2/EN 3 Velic¢ina EN 4
180°
Bl Zatvaranje
130° Il Pritvaranje

12



Hidraulicki zatvaraci

TeLEsco Unik2500

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-EN4 standard bijelo TAS2559S.BL
EN2-EN4 standard - smede TAS2559S.BR
EN2-EN4 standard - crno TAS2559S.NE
EN2-EN4 standard - zlatno TAS2559S.0R
EN2-EN4 standard - srebrno TAS2559S.PL
EN2-EN4 standard [ ) bijelo TAS2559T.BL
EN2-EN4 standard [ ) smede TAS2559T.BR
EN2-EN4 standard [ ) crno TAS2559T.NE
EN2-EN4 standard [ ) zlatno TAS2559T.0R
EN2-EN4 standard [ ) srebrno TAS2559T.PL
bijelo TBZ2559S.BL
smede TBZ2559S.BR
standardna ruka crno TBZ2559S.NE
zlatno TBZ2559S.0R
srebrno TBZ2559S.PL
bijelo TBZ2559T.BL
smede TBZ2559T.BR
kocnica crno TBZ2559T.NE
zlatno TBZ2559T.0R
srebrno TBZ2559T.PL
bijelo TS1859A66.BL
. smede TS1859A66.BR
peppuidiee Z2 [perel b crno TS1859A66.NE
montazu
zlatno TS1859A66.0R
srebrno TS1859A66.PL
bijelo TAC2559.300BL
smede TAC2559.300BR
plocica za montazu crno TAC2559.300NE
zlatno TAC2559.3000R
srebrno TAC2559.300PL

207

Dimenzije u mm

13



Hidraulicki zatvaraci

TeLEsco Unik3500

® Da

O Naupit

Karakteristike proizvoda

Tehnicke karakteristike

Sustav
zatvaranja

- sustav zupcanika
- zamasnjak

Snaga zatvaranja

-velicina

EN2-EN4

Podesavanje
snage

- pozicijom montiranja
- vijkom

Strana vrata

- univerzalno

Tip ruke

- standard
- klizna vodilica

Kontrole
zatvaranja

- pritvaranje
- zatvaranje

Ostale
kontrole

- prigu$eno otvaranje
- usporeno zatvaranje

Maks. kut
otvaranja

1800

Kocnica na ruci*

Obrada

- bijelo
-smede
-crno

- zlatno

- srebrno

Dimenzije (mm)

~duzina
- ukupna dubina
-visina

Dimenzije vrata

-Sirina do (mm)
-masa do (kg)

Sukladno
EN 1154

CE oznaka

- Ne

Dodatna
oprema

- standardna ruka
- ruka s kocnicom
- papucica za paralelnu

montazu

- plocica za montazu

Pakiranje

- pojedinacno u

kartonskoj kutiji

Dodatna oprema i
logisticki podaci

Minimalna
koli¢ina

* ne ugraduje se na protupozarna/protudimna vrata

Podaci o CE certifikatu

- Br. certifikata 1121 - CPR - AD5169
- CE klasifikacija

Pozicija montaze standard i na
okvirvrata

e a[1]3]

Bl Zatvaranje
Bl Pritvaranje

Priguseno otvaranje

14



Hidraulicki zatvaraci

TeLEsco Unik3500

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-EN4 standard bijelo TAS3559S.BL
EN2-EN4 standard - smede TAS3559S.BR
EN2-EN4 standard - crno TAS3559S.NE
EN2-EN4 standard - zlatno TAS3559S.0R
EN2-EN4 standard - srebrno TAS3559S.PL
EN2-EN4 standard o bijelo TAS3559T.BL
EN2-EN4 standard [ ) smede TAS3559T.BR
EN2-EN4 standard [ ) crno TAS3559T.NE
EN2-EN4 standard [ ) zlatno TAS3559T.0R
EN2-EN4 standard [ ) srebrno TAS3559T.PL

bijelo TBZ3559S.BL

smede TBZ3559S.BR

standardna ruka crno TBZ3559S.NE

zlatno TBZ3559S.0R

srebrno TBZ3559S.PL

bijelo TBZ3559T.BL

smede TBZ3559T.BR

kocnica crno TBZ3559T.NE

zlatno TBZ3559T.0R

srebrno TBZ3559T.PL

bijelo TS1859A66.BL

.. smede TS1859A66.BR

PEIpUIEEI) PRl crmo TS1859A66.NE

montazu
zlatno TS1859A66.0R
srebrno TS1859A66.PL

Dimenzije u mm

15



Hidraulicki zatvaraci

TeLEsco Unik4500

® Da
- Ne
O Naupit

Karakteristike proizvoda

Tehnicke karakteristike

Sustav
zatvaranja

- sustav zupcanika
- zamasnjak

Snaga zatvaranja

-velicina

EN2-EN6

Podesavanje
snage

- pozicijom montiranja
- vijkom

Strana vrata

- univerzalno

Tip ruke

- standard
- klizna vodilica

Kontrole
zatvaranja

- pritvaranje
- zatvaranje

Ostale
kontrole

- prigu$eno otvaranje
- usporedno zatvaranje

Maks. kut
otvaranja

Koc¢nica na ruci*

Obrada

- bijelo
-smede
- Crno
-zlatno
-srebrno

00000 O > 00 00 0 0 O
(@}
o

Dimenzije (mm)

~duZina
-ukupna dubina
- visina

Dimenzije vrata

-$Sirina do (mm)
-masa do (kg)

Sukladno
EN 1154

CE oznaka

prema i
logisticki podaci

Dodatna o

Dodatna
oprema

- standardna ruka
-ruka s ko¢nicom
- papucica za paralelnu

montazu

- plocica za montazu

Pakiranje

- pojedinacno u

kartonskoj kutiji

Minimalna
koli¢ina

* ne ugraduje se na protupozarna/protudimna vrata

Podaci o CE certifikatu

- Br. certifikata 1121 - CPR - AD5170
- CE klasifikacija

Pozicija montaze standard i na

okvir vrata

Pozicija paralelne montaze

(ool x 5 3] | [ o e[ 123

Zatvaranje
Pritvaranje

Priguseno otvaranje
Usporeno zatvaranje

16



Hidraulicki zatvaraci

TeLEsco Unik4500

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-ENG6 standard bijelo TAS4559S.BL
EN2-EN6 standard - smede TAS4559S.BR
EN2-EN6 standard - crno TAS4559S.NE
EN2-ENG6 standard - zlatno TAS4559S.0R
EN2-EN6 standard - srebrno TAS4559S.PL
EN2-EN6 standard o bijelo TAS4559T.BL
EN2-ENG6 standard [ ) smede TAS4559T.BR
EN2-ENG6 standard [ ) crno TAS4559T.NE
EN2-ENG6 standard [ ) zlatno TAS4559T.0R
EN2-ENG6 standard [ ) srebrno TAS4559T.PL

bijelo TBZ4559S.BL

smede TBZ4559S.BR

standardna ruka crno TBZ4559S.NE

zlatno TBZ4559S.0R

srebrno TBZ4559S.PL

bijelo TBZ4559T.BL

smede TBZ4559T.BR

kocnica crno TBZ4559T.NE

zlatno TBZ4559T.0R

srebrno TBZ4559T.PL

bijelo TS1859A66.BL

.. smede TS1859A66.BR

PEIpUIEEI) PRl crmo TS1859A66.NE

montazu
zlatno TS1859A66.0R
srebrno TS1859A66.PL

256,5

Dimenzije u mm

17



Hidraulicki zatvaraci

TELESCO EXpert2500

Karakteristike proizvoda

Sustav - sustav zupcanika o
zatvaranja - zamasnjak B
Snaga zatvaranja - velic¢ina EN3

Podesavanje - pozicijom montiranja -
snage - vijkom =
Stranavrata - univerzalno o
Tip ruke - standard =

- klizna vodilica ®

Kontrole - pritvaranje ()
zatvaranja - zatvaranje o

Ostale - priguSeno otvaranje -
kontrole -usporedno zatvaranje -

Tehnicke karakteristike

Maks. kut 1800
otvaranja
Koc¢nica na ruci* (o)
Obrada - bijelo )
-smede o
- Crno )
- zlatno o
- srebrno o
Dimenzije (mm) -duZina 202
~ukupna dubina 38,5
-visina 55
Dimenzije vrata - Sirina do (mm) <950
-masa do (kg) <60
Sukladno Y
EN 1154
CE oznaka o
] Dodatna -kli%na vodilica o
£5 oprema - kocnica ™)
0o -ublazivac udara _
g.,g' - plocica za montazu -
“,fé Pakiranje - pojedinacnou Y
£3 kartonskoj kutiji
L) Minimalna 8
® zz 8L koli¢ina
- (=
O Naupit

* ne ugraduje se na protupozarna/protudimna vrata

Podaci o CE certifikatu

- Br. certifikata 1121 - CPR-AD5171
- CE klasifikacija

Pozicija montaze standardnai | Pozicija montaze na okvir
kod panta vrata

[elelafafe]a]|[=]e]s]e]a]s]

Bl Zatvaranje
Il Pritvaranje

18



Hidraulicki zatvaraci

TELESCO EXpert2500

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN3 klizna vodilica bijelo TAD2503S.BL
EN3 klizna vodilica - smede TAD2503S.BR
EN3 klizna vodilica - crno TAD2503S.NE
EN3 klizna vodilica - zlatno TAD2503S.0R
EN3 klizna vodilica - srebrno TAD2503S.PL
EN3 klizna vodilica o bijelo TAD2503T.BL
EN3 klizna vodilica [ ) smede TAD2503T.BR
EN3 klizna vodilica [ ) crno TAD2503T.NE
EN3 klizna vodilica [ ) zlatno TAD2503T.OR
EN3 klizna vodilica [ ) srebrno TAD2503T.PL

bijelo TBD2503S.BL

smede TBD2503S.BR

klizna vodilica crno TBD2503S.NE

zlatno TBD2503S.0R

srebrno TBD2503S.PL

bijelo TBD2503T.BL

. . smede TBD2503T.BR

kl'zfjé\r’]?fo'“nfa > crmo TBD2503T.NE

zlatno TBD2503T.OR

srebrno TBD2503T.PL

kocnica za kliznu i TAC2503R3510

vodilicu

495

22
j‘ﬁ
”

Dimenzije u mm



Hidraulicki zatvaraci

TELESCO EXpert3500

Karakteristike proizvoda

Sustav - sustav zupcanika o
zatvaranja - zamasnjak B
Snaga zatvaranja - velic¢ina EN2-EN4
Podesavanje - pozicijom montiranja
snage - vijkom
Stranavrata - univerzalno

Tip ruke - standard
- klizna vodilica
Kontrole - pritvaranje
zatvaranja - zatvaranje

Ostale - priguSeno otvaranje
kontrole - usporeno zatvaranje

Maks. kut
otvaranja
Kocnica na ruci*

Obrada - bijelo
-smede
- Crno
- zlatno
-srebrno
Dimenzije (mm) - duZina
-ukupna dubina
-visina
Dimenzije vrata - Sirina do (mm)
-masa do (kg)
Sukladno
EN 1154
CE oznaka

Dodatna - klizna vodilica
oprema - kocnica
-ublaziva¢ udara
-plocica za montazu
Pakiranje - pojedinacno u
kartonskoj kutiji

Tehnicke karakteristike

00000 O 1 00 00 0 o o
(@}
[s}

AN
O oW
o
(€3]

IN

[
—
o
o

o o eeol® @1
(@)

® o: Minimalna
- Ne kolic¢ina

O Naupit

Dodatna oprema i
logisticki podaci

* ne ugraduje se na protupozarna/protudimna vrata

Podaci o CE certifikatu

- Br. certifikata 1121 - CPR - AD5172
- CE klasifikacija
Standardna pozicija montaze

(4o fom ]2 ]z ]

Bl Zatvaranje

Bl Pritvaranje
Priguseno otvaranje

[ Usporeno zatvaranje
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Hidraulicki zatvaraci

TELESCO EXpert3500

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-EN4 klizna vodilica bijelo TAD3559S.BL
EN2-EN4 klizna vodilica - smede TAD3559S.BR
EN2-EN4 klizna vodilica - crno TAD3559S.NE
EN2-EN4 klizna vodilica - zlatno TAD3559S.0R
EN2-EN4 klizna vodilica - srebrno TAD3559S.PL
EN2-EN4 klizna vodilica [ bijelo TAD3559T.BL
EN2-EN4 klizna vodilica [ ) smede TAD3559T.BR
EN2-EN4 klizna vodilica [ ) crno TAD3559T.NE
EN2-EN4 klizna vodilica [ ) zlatno TAD3559T.OR
EN2-EN4 klizna vodilica [ ) srebrno TAD3559T.PL
bijelo TBD3559S.BL
smede TBD3559S.BR
klizna vodilica crno TBD3559S.NE
zlatno TBD3559S.0R
srebrno TBD3559S.PL
bijelo TBD3559T.BL
. . smede TBD3559T.BR
kl'zfjé\r’]?fo'“nfa > crmo TBD3559T.NE
zlatno TBD3559T.0R
srebrno TBD3559T.PL
kocnica za kliznu i TAC2503R3510

vodilicu

545

256,5

Dimenzije u mm



Hidraulicki zatvaraci

TELESCO Pro6500

Karakteristike proizvoda

g Sustav - sustav zupcanika =
s zatvaranja - zamasnjak ®
-2 Snaga zatvaranja - veli¢ina EN2-EN5
g Podesavanje - pozicijom montiranja -
- snage - vijkom ®
E Stranavrata - univerzalno ®
o Tip ruke - standard -
5 -klizna vodilica {
£ Kontrole - pritvaranje o
K] zatvaranja - zatvaranje o
Ostale - prigu$eno otvaranje ()
kontrole -usporenozatvaranje @
Maks. kut 1800
otvaranja
Kocnica na ruci* (o)
Obrada - bijelo )
-smede o
Crno )
-zlatno o
-srebrno o
Dimenzije (mm) - duZina 256,5
-ukupna dubina 48
-visina 60
Dimenzije vrata - Sirina do (mm) <1250
- masa do (kg) <100
Sukladno )
EN 1154
CE oznaka )
=S Dodatna ‘klizvna vodilica )
£3 oprema - kocnica )
0o - ublazivac¢ udara )
g.‘:;;" - plocica za montazu B
©’Y Pakiranje - pojedinacnou )
£5 kartonskoj kutiji
S oo Minimalna 2
D = A
? NZ 83 koli¢ina
O Naupit
* ne ugraduje se na protupozarna/protudimna vrata
Podaci o CE certifikatu
- Br. certifikata 1121 - CPR - AD5173
- CE klasifikacija
Pozicija montaze standardna i | Pozicija montaze standardna i
na okvir vrata (na strani | naokvirvrata (nastraniguranja
povlacenja vrata) vrata)
EACECRNES RN I CORN RS RN
180°
Bl Zatvaranje
Bl Pritvaranje

Priguseno otvaranje
[ Usporeno zatvaranje
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Hidraulicki zatvaraci

TELEScO Pro6500

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-EN5 klizna vodilica bijelo TAD6559S.BL
EN2-EN5 klizna vodilica - smede TAD6559S.BR
EN2-EN5 klizna vodilica - crno TAD6559S.NE
EN2-EN5 klizna vodilica - zlatno TAD6559S.0R
EN2-EN5 klizna vodilica - srebrno TAD6559S.PL
EN2-EN5 klizna vodilica [ ) bijelo TAD6559T.BL
EN2-EN5 klizna vodilica [ ) smede TAD6559T.BR
EN2-EN5 klizna vodilica [ ) crno TAD6559T.NE
EN2-EN5 klizna vodilica [ ) zlatno TAD6559T.OR
EN2-EN5 klizna vodilica [ ) srebrno TAD6559T.PL

bijelo TBD6559S.BL

smede TBD6559S.BR

klizna vodilica crno TBD6559S.NE

zlatno TBD6559S.0R

srebrno TBD6559S.PL

bijelo TBD6559T.BL

. . smede TBD6559T.BR

kl'zfjé\r’]?fo'“nfa > crmo TBD6559T.NE

zlatno TBD6559T.0R

srebrno TBD6559T.PL

xocnica za kliznu - TAC6503R3510

vodilicu
ublazivac udara za i TAC6503C3610

kliznu vodilicu

446
428

256,5

Dimenzije u mm



Hidraulicki zatvaraci

TELESCO Insert7000

® Da
- Ne
O Naupit

Karakteristike proizvoda

Tehnicke karakteristike

Sustav
zatvaranja

- sustav zupcanika
- zamasnjak

Snaga zatvaranja

-velicina

Podesavanje
snage

- pozicijom montiranja
- vijkom

Strana vrata

- univerzalno

Tip ruke

- standard
- klizna vodilica

Kontrole
zatvaranja

- pritvaranje
- zatvaranje

Ostale
kontrole

- priguseno otvaranje
- usporeno zatvaranje

Maks. kut
otvaranja

Kocnica na ruci*

Obrada

- bijelo
-smede
- Crno

- zlatno

- srebrno

Dimenzije (mm)

~duZina
-ukupna dubina
- visina

Dimenzije vrata

-Sirina do (mm)
~masa do (kg)
- debljina (mm)

Sukladno
EN 1154

CE oznaka

Dodatna
oprema

- klizna vodilica

- kocnica

- ublazivac udara

- plocica za montazu

Pakiranje

-pojedinacno u

kartonskoj kutiji

Minimalna

120°

Bl Zatvaranje
Il Pritvaranje
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logisticki podaci

koli¢ina

Dodatna oprema i

* ne ugraduje se na protupoZarna/protudimna vrata

Podaci o CE certifikatu

- Br. certifikata 1121 - CPR - AD5174
- CE klasifikacija
Standardna pozicija montaze

BN




Hidraulicki zatvaraci

TELESCO Insert7000

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN3 klizna vodilica srebrno ED7103S.PL
EN3 klizna vodilica [ ) srebrno ED7103T.PL
klizna vodilica srebrno BD7103S.PL
kllznavvc_)dlllca ° srebrno BD7103T.PL
kocnicom
xocnica za liznu : AC2503R3510
vodilicu
ubla_zwac ud.a.ra za ) AC7103C3610
kliznu vodilicu
540 32,5

1522

68,5

Dimenzije u mm

25




Hidraulicki zatvaraci

TELESCO Insert7500

® Da
- Ne
O Naupit

100

Bl Zatvaranje
Bl Pritvaranje
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Karakteristike proizvoda

Tehnicke karakteristike

Sustav
zatvaranja

- sustav zupcanika
- zamasnjak

Snaga zatvaranja

-velicina

Podesavanje
snage

- pozicijom montiranja
- vijkom

Strana vrata

-univerzalno

Tip ruke

- standard
- klizna vodilica

Kontrole
zatvaranja

- pritvaranje
- zatvaranje

Ostale
kontrole

- prigu$eno otvaranje
- usporeno zatvaranje

Maks. kut
otvaranja

Kocnica na ruci*

Obrada

- bijelo
-smede
- Crno

- zlatno

- srebrno

Dimenzije (mm)

-duZina
ukupna dubina
-visina

Dimenzije vrata

-Sirina do (mm)
-masa do (kg)
-debljina (mm)

Sukladno
EN 1154

CE oznaka

Dodatna opremai
logisticki podaci

Dodatna
oprema

-klizna vodilica

- kocnica

-ublazivac¢ udara

- plocica za montazu

Pakiranje

- pojedinacno u

kartonskoj kutiji

Minimalna
koli¢ina

© o eeele @
(@)

* ne ugraduje se na protupoZarna/protudimna vrata

Podaci o CE certifikatu

- Br. certifikata 1121 - CPR - AD5175

CE klasifikacija

Standardna pozicija montaze

vrata

Pozicija montaze na okvir

BRI T N E]




Hidraulicki zatvaraci

TELESCO Insert7500

VELICINA TIP RUKE KOCNICA OBRADA SIFRA PROIZVODA

EN2-EN4
EN2-EN4

klizna vodilica srebrno ED7559S.PL

klizna vodilica @ srebrno ED7559T.PL

DODATNA OPREMA OBRADA SIFRA PROIZVODA

klizna vodilica srebrno BD7559S.PL
kllznavvc_)dlllca ° srebrno BD7559T.PL
kocnicom
xocnica za liznu : ACT503R3510
vodilicu
ublazivac udara za i ACT503C3610

kliznu vodilicu

440 y

145

49

Dimenzije u mm
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DOM-TITAN PARTNER:

LTITAN

TITAN-Zagreb d.o.o.,
Kovinska 27, 10090 Zagreb,
Hrvatska

Tel: +385 1 3498 300

Fax: +3851 3498 312

e-mail: titan@titan-hrvatska.hr
www.titan-hrvatska.hr

DOM-TITAN d.d.,

Kovinarska cesta 28, 1241 Kamnik,
Slovenija

Tel: +386 1 8309 100

Fax: +3851 8309 200

e-mail: info@dom-titan.si
www.dom-titan.si

DOM-TITAN okovi d.o.o0.,

Janka Cmelika 2, 11272 Beograd -
Dobanovci, Srbija

Tel: +381 11 8467 264, +381 11 6301 203
Fax: +381 11 8467 264

e-mail: info@dom-titan.rs
www.dom-titan.rs

we domore for security




