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Other Bianchi 1770 Group Companies distributing Keyline products

Keyline USA

31336 Industrial Pkwy - Suite 3
North Olmsted, Ohio 44070, USA
T+1 440716 8006

Toll Free +1 800 891 2118

F +1216 803 0202
info@keyline-usa.com
www.keyline-usa.com

Keyline GmbH

13 Borsigstrasse

42551 Velbert, Germany
T+49 0205 125930

F +49 02051259313
info@keylinegmbh.de
www.keylinegmbh.de

DOM-TITAN d.d.
Kovinarska c. 28

1241 Kamnik - Slovenija
T+386 18309100

F +386 1 830 9200
info@dom-titan.si
www.dom-titan.si

Bianchi 1770 Hardware Technology (Shanghai) Co. Ltd
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Room 1505, Shanghai Bund International Tower
No.99 Huangpu Road, Hong Kou District 200080

Shanghai P.R. China
T+86 021 5031 0980
F +86 021 5031 0981

info@bianchi1770shanghai.com
www.keyline-shanghai.com

Keyline Distribuzione S.r.l.
310 Via Donato Menichella

00156 Roma, Italy
T+39 064122 9822
F +39 06 233 297 327

info@kldistribuzione.it
www.kldistribuzione.it

TITAN Zagreb d.o.o.
Kovinska 27

10090 Zagreb - Hrvatska
T+385 13498300
F+38513498312
sistemi@titan-hrvatska.hr

www.titan-hrvatska.hr

TITAN okovi d.o.o.

Janka Cmelika br. 2

11272 Beograd - Dobanovci, Srbija
T+381118467 264

F+381 118467 264
info@dom-titan.rs

www.dom-titan.rs
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PUNTO

The Punto machine is easy to use and precise,
and is therefore the ideal tool to cut dimple
and laser keys. It is reliable and ergonomic
and has all the characteristics
and the elements that are necessary
to guarantee an excellent performance.
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= Integrated light.

= Vertical suspensions for dimple keys.

= Manual locking of all mobile parts.

= Possibility of use with additional jaws.

= Carriages mounted on ball bearings.

= Automatic check of the start and stop of the cutter.

= Engine and wiring are protected by a relay against
accidental voltage overloads.

= Cutter-holders and container for keys and tools allowing

the user to operate more easily during the cutting process.

= Ergonomic grips for closure of the jaws.

= Integrirano svjetlo.

= Vertikalno kretanje za izradu reverzibilnih
klju¢eva (s rupicama).

= Rué¢no fiksiranje svih mobilnih dijelova strojeva.

= Moguénost koriStenja dodatnih ¢eljusti za vise
vrsta kljuceva.

= Klizni nosa¢ Celjusti upravljan preko zgloba
ruckice.
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TECHNICAL FEATURES

Power Supply

230V 50Hz / 110V 60Hz

Lighting Incandescent light bulb 25W
Movements / Axes 3 axes

Jaws Fixed

Tracer Hardened

Motor Asynchronous, single speed
Cutter HSS ® 6 mm

Cutter Speed 9000 rpm
Absorption 200W

Dimensions

Width: 220 mm /
Depth:380 mm /
Height: 380 mm

Weight 21 Kg

ACCESSORIES

MK45 Jaws for VAG keys

MK5 Jaws for Kaba 45° keys

MA Jaws for Kaba 5° keys

MM Jaws for Mercedes car keys

MTB Code adaptor for Tibbe keys

MOMAX Jaws for Opel and Ford C-MAX keys
—_—

Stroj za izradu klju¢eva Punto je jednostavan za uporabu
i precizan te idealan stroj za za specijalne cilindri¢ne

klju¢eve horizontalnog profila (s rupicama)

te laserskih auto klju¢eve s valovitim uzljebljenjem,
tzv. zmijom. Pouzdanost i ergonomija te sve ostale
karakteristike stroja jamstvo su izvrsnih performansi.

= Automatska provjera prilikom paljenja i gasenja

svrdla-glodala.

= Zakompletiranje sigurnosnih znacajki ovoga
stroja ugraden je prozirni plasti¢ni Stit te
zastita elektri¢nih vodova i motora stroja od
preopterecenja preko strujnih osiguraca.

= Drza¢ svrdla-glodala i vodilica omogucuje
korisniku komfornije koriStenje stroja prilikom

izrade kljuceva.

= Ergonomske ruc¢kice za upravljanje osovinama.

PUNTO

TEHNICKE KARAKTERISTIKE

Napajanje
Osvjetljenje
Kretanje / Osovine
Celjusti

Vodilica

Motor

Svrdlo-glodalo

Brzina okretaja svrdla-glodala

Snaga motora

Dimenzije

Tezina

DODATNA OPREMA

230V 50Hz / 110V 60Hz
Zarulja 25 W

3 osovine

Fiksne

Kaljena

Asinkroni s 1 brzinom
HSS @ 6 mm*

9000 o/min

200W

Sirina: 220 mm /
Dubina:380 mm /
Visina: 380 mm

21 Kg

MK45 Celjusti za kljugeve VAG

MK5 Celjusti za 45 st. kljugeve KABA

MA Celjusti za 5 st. kljuteve KABA

MM Celjusti za kljugeve Mercedes

MTB Adapter za varijante za klju¢eve Tibe (Ford)

Celjusti za kljugeve Opel i Ford C-MAX

Stroj je namenjen za izdelavo kljucev. Punto
je enostaven za uporabo in natancen. Idealen

je za izdelavo horizontalnih ali horizontalno simetri¢nih
(kljuci z kalotami in/ali vijugo), vertikalnih kljucev ter kljuce

za avtomobilski program. Stroj je zanesljiv in
ergonomicen, ki zagotavlja odli¢no in enostavno
izdelavo kljucev.

Vgrajeno osvetljenje.

Vertikalno obra¢anje za izdelavo simetri¢nih kljucev.

Roéno blokiranje vseh gibljivih delov.

Moznost uporabe dodatnih ¢eljusti za ve¢ tipov kljucev.
Gibljiva ¢eljust se opravlja preko ro¢nega zgloba.
Avtomatska kontrola start/stop rezkarja.

Vsi kabli ter motor so pri prekoraceni napetosti zasciteni
zrelejem.

Drzalo svedra, vodila in orodja, omogoca uporabniku
prakti¢nost med izdelavo kljucev.

Ergonomicéne rocice za fiksiranje ¢eljusti ter upravljanje
vseh gibov.

Masina za izradu klju¢eva Punto je jednostavna

za upotrebu, precizna, te kao takva idealna

za specijalne cilindri¢ne klju¢eve horizontalnog
profila (sa rupicama) i laserskih auto klju¢eva sa talasastim
zljebom, tzv. zmijom. Pouzdanost i ergonomija, kao i sve

ostale karakteristike masine, garantuju izvrsne performanse.

Integrisano svetlo.

= Vertikalno kretanje za izradu reverzibilnih klju¢eva
(sa rupicama).

= Ruéno fiksiranje svih pokretnih delova masine.

= Mogucénost kori§éenja dodatnih ¢eljusti za viSe
vrsta klju¢eva.

= Klizni nosa¢ Celjusti upravljan preko zgloba ruckice.
= Automatska provera prilikom paljenja i gaSenja noza.

= Ugraden providni plasti¢ni §tit i osigura¢ koji
sprecavaju preoptereéenje vodova i motora.

= Drza¢ nozaivodilica omogucuje korisniku komfornije
koriSéenje stroja prilikom izrade kljuceva.

= Ergonomske ruc¢kice za upravljanje osovinama.

TEHNICNE KARAKTERISTIKE

Napajanje 230V 50Hz / 110V 60Hz
Osvetljenje Zarnica 25 W

Osi 3osl

Celjusti Fiksne

Tipalo Kaljeno

Motor Asihronski z 1 hitrostjo
Rezkar HSS @ 6 mm*

Vrtljaji rezkarja

9000 vrt/min

Mo¢ motorja 200W

Dimenzije Sirina: 220 mm /
Dolzina: 380 mm /
Visina: 380 mm

Teza 21 Kg
DODATNA OPREMA

MK45 Celjusti za kljute VAG

MK5 Celjusti za 45° kljute KABA

MA Celjusti za 5° klju¢e KABA

MM Celjusti za kljuée Mercedes

MTB Kodni adapter za klju¢e Tibe (Ford)
MOMAX Celjusti za kljuge Opel in Ford C-MAX
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TEHNICKE KARAKTERISTIKE

Napajanje 230V 50Hz / 110V 60Hz
Osvetljenje Sijalica 25W

Kretanje / Osovine 3 osovine

Celjusti Fiksne

Vodilica Kaljena

Motor Asinkroni s 1 brzinom
Noz HSS @ 6 mm*

Brzina okretaja noza 9000 o/min

Snaga motora 200W

Dimenzije Sirina: 220 mm /
Dubina: 380 mm /
Visina: 380 mm
Tezina 21 Kg
DODATNA OPREMA
MK45 Celjusti za klju¢eve VAG
MK5 Celjusti za 45 st. kljudeve KAB
MA Celjusti za 5 st. kljudeve KABA
MM Celjusti za klju¢eve Mercedes
MTB Adapter za varijante za klju¢eve Tibe (Ford)
MOMAX Celjusti za kljudeve Opel i Ford C-MAX
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